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Overview

The Varicon Monitor Program is a data logging PC interfacing tool for use with a Hillstone load
bank running the Varicon software. The software will automate the recording of the overall battery
parameters of Battery Volts, Discharge Current and ambient temperature.

The results are stored in a database format, thus allowing permanent recording and flexible data
retrieval and display.

The software also displays the discharge results in a on screen graph format.

Connection is made from the PC or laptop to a load bank via a TCP/IP network crossover cable.

System Requirements:
OPERATING SYSTEMS: MS Windows XP, Windows 7, Windows 8, Windows 10.

Load bank Connection:

The Data Logging Box is connected to the load bank with a 4 pin CAN cable provided.
The Data Logging Box is connected to the PC / Laptop with a RJ45 Network Crossover cable
provided. The PC or Laptop requires 10/100 base T ethernet port for connection to the Data
Logging Box.
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Internet Protocol (TCP/IP) settings:
IP Address: 10.1.1.1
Subnet Mask: 255.255.255.0
Default Gateway: 10.1.1.3

Installing the Software:

The CD Rom should autorun when inserted in the CD drive, if autorun is disabled on your machine,
run the file Autorun application from the CD Rom directory and follow the on screen menu. Install
Varicon software when ready.



Starting the program:

From the Windows desktop Select from Start, All Programs/Varicon Load/ Varicon
Load.

Setup the network connection as follows:

e Open Local Area Connection through Control Panel in Windows XP as shown below.
e ( Path= Start\Control Panel\Network Connection\Local Area Connection)

., Local Area Connection Status 7| x|
General | Support |
—Connection
Status: Connected
Duration: 010640
Speed: 100.0 Mbps
— Activity
1
Sent =— - RHeceived
o o
—
Fackets: g8.269 I 8.952
Properties Dizable |
Close

e Click properties



L, Local Area Connection Properties ol
General |.'!".I:|".I'EII'II3E-'I:| I

Connect using:

I B8 SMC EZ Card 10100 Fast Ethemet Configure ...

This connection uses the following tems:

Eﬂien’[ for Microscft Metwarks

E,', File and Printer Sharing for Microsoft Networks
EQDS Packet Scheduler

¥ Intemet Protocol (TCP/1P)

Install. . | Urinstall Properties I

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area networl protocol that provides communication
across diverse interconnected networks.

W Show icon in notfication area when connected
¥ MNotify me when this connection has limited or no connectivity

k. Cancel

e Highlight Internet Protocol (TCP/IP)

e Click Properties Tab



Internet Protocol (TCP/IP) Properties 7] x|

Zeneral

You can get |P settings assigned automatically i your netwark supports

this capability. Ctherwise, you need to ask your networs administrator for
the appropriate IF settings.

{~ Obtain an |P address automatically
—{% |se the following IP address:

P zddress: T
Subnet mask: I 255 . 266 250 . 0
Default gateway: ETEES T

€ Dbtain DNS server address automatically

€ lse the following DMS server addresses:

Prefemed CMS server: I

Altemate DMNS server: I

Advanced. ..

] Cancel

e Set up IP address, Subnet mask and Default gateway exactly as the screen shows, apply
and exit.



e Run the installed Varicon program and the following screen will be displayed:

© Hillstone Products DC Load Data Logger =[O x|
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Confirm Local Area Connection Status
Click Connect Tab after the load bank is running and monitoring should begin.

The captured data is stored as .TXT and .CSV formats in C:\results.



Examples of Data
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Messages And Errors

First start:

During the first start the software creates a configuration file which is required for it to
operate. In some cases an error message will be displayed. Therefore software restart will be
necessary.

Discharge Data Logging Message:

The following message will show when the previous test was interrupted or the current falls below
2 Amps.

To continue recording the results to previous or interrupted test press PAUSE TEST.

- The software will treat the interruption as a pause.

To start recording the new test press FINISH TEST.

- The software will treat the interruption as end of the test.

O Discharge Data Logging Message! ﬂ

Discharge Data Logging
Message!

i Click to PAUSE TEST Click to FIMISH TEST




